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Nissan 370Z & Infinity G37
Apple Carplay / Android Auto (Screen Cast)

Complete Install Guide Using Factory Sat Nav (Including Sensor Bypass)

Optional Items: 
 
- 1m HDMI Cable (Apple Car-
play Only) - $15
- Soldering Iron

Pricing is subject to change and are approximate values only
The Parts List:

Required for 
Android Auto 

Google Chromecast  
$55

2 Port Car USB 
Charger $30

Auto Cable Wire $8Crimping Tool with 
Crimp Connectors $15

Electrical Tape $2

Momentary Switch
$12

HDMI to RCA Converter
(Not RCA to HDMI) $16

Male to Male RCA
(AV) Cables $15

Tools Needed: 
 
- Phillips Head Screw Driver
- Flat Head Screw Driver

Required for 
Apple CarPlay 

HDMI Lightning Cable $75
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** This modification should only be attempted if this is within your own capabilities as well as 
knowing the responsibility to Road Safety is that of the vehicle owner. **

Step 1: Removing the Nav Console Surround

 a) For this process, lift up the gear shifter boot and plastic surround and either push to 
one side or unplug and remove the surround (will need to remove gear knob for the latter).
 b) There are 6x phillips head screws that need to be removed that are located at the  
bottom of the nav console surround. 4x for the side knee panels and the other 2x securing the 
base of the Nav surround plate.

 c) Once removed, the nav console surround should now be able to be levered away  
starting from the bottom and working your way up. This is simply held in with push clips the 
whole way.
 d) Disconnect the push start & ABS light buttons and remove the console surround.

The Install Guide:
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Step 2: Removing the Nav Unit.

 a) Remove the Nav unit Screen (2x Phillips head screws) and Disc Stacker | A/C controls 
plastic surround (4x Phillips head screws), then the stacker itself.
 b) Once removed, locate the M85 (2009-2010 models) or M86 (2011+ models) Connector 
Plugs as shown here:

Step 3: for 2009 - 2011 Nissan 370z
 
Using the below M85 plug diagram (2009 - 2011 Nissan 370z), locate and identify the Parking 
Brake wire & the Vehicle Speed Sensor (VSS) wire as shown. Be sure to test the 2 wires with a 
light tester or a multimeter to confirm before cutting. 

(This diagram represents the plug inserted and look from the rear)

NOTE: Wire location is important not the 
wire colour shown in the diagram.

*Image of 2011+ 
  Nissan 370z

M85

M86
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Step 3: for 2011+ Nissan 370z
 
Using the below M86 plug diagram (2011+ Nissan 370z), locate and identify the Parking Brake 
wire & the Vehicle Speed Sensor (VSS) wire as shown. Be sure to test the 2 wires with a light 
tester or a multimeter to confirm before cutting. 

(This diagram represents the plug inserted and look from the rear)

Handbrake Signal Wire

Without the handbrake signal wire grounded the head unit immediately switch to your status 
screen or map screen. In order to prevent this we have ground this wire so the head unit be-
lieves it’s constantly parked.

 a) Once you have identified the handbrake wire, select a point about 5-10cm down the 
line and cut it.
 b) Strip the end of the wire coming from the Nav unit plug. This can be crimped and 
grounded to any vehicle metal surface. 
 d) Tape the other end of the cut wire as this will no longer be used.

NOTE: Wire location is important not the 
wire colour shown in the diagram.
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VSS Wire

The Vehicle Speed Sensor Wire (VSS) is designed as a safety feature for vehicles in motion to 
deter the hack of head units for the purpose we’re trying to achieve, it also works to identify 
your location while using the GPS navigation.

Once you have identified the VSS wire selected a point about 5-10cm down the line and cut it 
strip both ends in preparation for connection, crimp both ends with female connectors and run 
additional wiring to connect them to your rocker switch, this now is the switch which can tem-
porarily disable your VSS in order to keep the chromecast playing. We recommend installing the 
switch inside the centre console where the RCA jacks are located.

Switching it on and off will help with the GPS on the nav as we have found that if you lose sig-
nal or movement when traveling in tunnels, the signal is lost and relies on the VSS to determine 
the location. Once you get out of the tunnel the GPS kicks in, tap the button and your back on
track.

Step 4 - Android Auto (wireless)

Now that you have completed the wiring of the head unit you can now install the Chromcast.
 a) Connect the Chromecast into HDMI to AVI module.
 b) Using the RCA cables connect all respective cables into the RCA ports in both the 
module and into your car’s input.
 c) Turn on the car and press the AUX button on your radio, from here the Chromecast 
will prompt you to connect to a WIFI. Set your phone wifi to connect and you are done, from 
here you can cast your phone, youtube or whatever you wish onto your navigation screen.

*Note*
Test the completed system before reinstalling all panels.

Step 4 - Apple Carplay (wired)

Now that you have completed the wiring of the head unit you can now install the Lightning to 
HDMI splitter.
 a) Lightning to HDMI splitter to the HDMI to AVI module using a HDMI Cable.
 b) Using the RCA cables connect all respective cables into the RCA ports in both the 
module and into your car’s input.
 c) Turn on the car and press the AUX button on your radio, from here your apple phone 
should start to screen mirror. Whatever is displayed on your phone, youtube or whatever you 
wish, will be displayed onto your navigation screen.

*Note*
Test the completed system before reinstalling all panels.


